
CUSTOMER INFORMATION ENGINE/APPLICATION

CUSTOM SPECIFICATION INFORMATION

1960 Swarthmore Ave. Lakewood, NJ 08701
Phone (732) 905-3366  Fax (732) 905-3010
www.manleyperformance.com

Custom Piston Order Form 

Customer #: 

Customer Name: 

Date: 

Purchase Order #: 

Ship Via: 

Quantity (pcs): 

Engine Make:  Model:

Cubic Inch/Liters: No. of Cyl:

Application:         Oval       Drag  Street

Induction:  N/A  Nitrous   Blower/Turbo

Total Engine HP: Max RPM:

Max Boost PSI: Nitrous HP:

Bore Size: Comp. Hgt.:

Stroke:  Rod Length:

Rod Material: P/E Width: 

Rod Thickness Above Pin:

Deck Hgt.: Deck Clearance: 

Cyl. Bore Length: Comp. Ratio:

Combustion Chamber Volume (cc): 

Head Gasket - Thickness: ID:

Piston Type:        Flat Top           Dish        Dome

Dish/Dome Volume (cc):

Land Widths - 1st:          2nd:      3rd:

Purchasing Rings With Order:         Yes  No

Req. Axial Width - Top: 2nd:  Oil: 

Ring Type - Top:       Moly  AP Steel  Gapless

2nd:        Taper Face  Napier  Gapless

Oil (lbs.): 

If not purchasing rings please provide:

Ring Axial Width - Top:  2nd:  Oil: 

Ring Radial Width - Top:  2nd:  Oil: 

Gas Ports:   Yes          No

If yes:         Lateral        Vertical No. of Gas Ports: 

( Gas Ports are an additional charge )

Pins With Order:         Yes         No

( Chrome Moly Pins are included with pistons )

( 9310 Material Pins are an additional charge )

Wrist Pin Material:          Chrome Moly         9310

Pin Diameter:              Pin Length:

Wrist Pin Lock P/N:

( All locks ordered with pistons are NO CHARGE )

Number of Valves per Cylinder:

Valve Diam. - Int:   Exh:

Pocket Depth - Int:  Exh: 

Pocket Angle - Int:  Exh: 

Side Cut Style:        Full Band  Modi!ed Full Band

 Semi Band  No Band

Crown Thickness Below Dish/Dome:  

Skirt Wall Thickness: 

Moly Skirt Coated:        Yes         No

( Additional Charge - Not Available on all Customs )

Ceramic Thermal Barrier Crown Coating

    Yes         No

( Additional Charge Applies )

Top Ring Groove Anodizing:         Yes         No

( Additional Charge Applies )
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